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Specification

1.General Characteristi
. Contact Principle :

. Mounting System :

. Durability :
2. Materidl

. Data Contacts Material :
A Data Contacts Plating :

. Insulation Material :

Cs :

Friction Technology
SMT

10,000 Cycles Min.

Phosphor Bronze
Gold Over Nickel
Thermoplastic UL 94V-0

3.Electrical Characteristics

. Card Detecting Switch State :
. Contact Resistance :
. Insulator Resistance :

4.Solderability
. Wave :
. Vapor Phase : 215
. IR Reflow : 260°C,
. Manual Soldering :

Normally Open.
50 Milliohms Max.
>1000 Megohms/500V DC

Not Applicable
‘C, 30 Sec. Max.

15 Sec. Max.
360°C, 3 Sec. Max.

S5.Environmental

Characteristics

J
__i==i-—m .50

\—Cord Stopper

16.80

13.67
20

P.C.B LAYOUT(Tolerance: £0.05mm)

. Operating Temperature

. Operating Humidity :

. Storage Temperature :
10%~95% RH

. Storage Humidity :
. RoHS Compliant

ANotes: Please Do Not Plan To Design Any P.C.B Line

On The Above Shadow Area, Like'zza’

:—40°C~+85°C
10%~95% RH
—40°C to +85°C
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