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| File No.| 697PC28806 |SHEET  1/1
J 2 54 J
SPECIFICATION
- Q} Q} ﬂ} Q} & B D b B Current Roting:3A -
Withstand Voltage:1000V AC Min./Minute
‘ 2.54XNo. Of Contacts—2.54 ! Contact Resistance:20 Milliohms Max.
Recommended P.C.B. Layout(Top View) Insulation Resistance: 1000 Megaohms Min.
— Operating Temperature:—40C~+105°C
(PCB Board Tolerance+0.05) /A Insulotor:PAIT(UL94V—0),Black
— ) Contact:Brass,Gold Flash Over Nickel |
2.54XNo. Of Contacts+0.6+0.4 S RoHS Compliant
2.54XNo. Of Contacts—2.54+0.3 0
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] < Series No. | Plastic Q'ty H A —
S 0196 1 11.00 2.30
A 0196 1 11.00 | 7.00
C [ S 0196 1 11.00 12.30] |C
‘ 9 B4+0.1 A\ Pin 0.64X0.62 0197 2 13.50 4.50
e EE— e 0197 2 13.50 9.80
[ 0198 3 16.00 2.00 [
0198 3 16.00 7.30
5 0199 4 18.50 4.80 B
DRAWING No. APPROVED BY UNLESS OTHERWISE
EMILY |SPECIFIED &
TOLERANCES ARE -
At CHECKED BY
4UCON miLEERHBRAS 15051 M | % 030 X az
A 4UCON TECHNOLOGY INC. oraiNG &Y | 3 4T [A[AT wosity_pare ze_[05/26/2005|
ONIT AO INEW RELEASE HZF 12/11/2014
SCALE NONE REV. A mm @—5 NOJREV. REVISIONS CHK DATE
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