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No. Of Contacts/2—1)X1.00
] 1 00 A\ SPECIFICATION
———| Current:1A
No. Of Contacts/2X1.00+0.35 Operation Temperature:—55'C~+105C
Contact Resistance:20 Milliohms Max.
Insulation Resistance:5000 Megaohms Min.
L] o Dielectric Strength:1000V AC Minute
< Housing:PABT(UL94V—0),Black
N Contact:Copper Alloys,Gold Flash Over Nickel
No. Of Contacts:04~100 Contacts
H 0 —t RoHS Compliant
5 8
1 n ©
]
o ososa || 056 | | '
F A - =
Recommended P.C.B. Layout
(No. Of Contocts/2—1)X1.00:l:Ol.20
E . 1.00£0.10 ‘ o
[ =
| g by
| | | (@] N
0 o
]l | — ¥
D I I I 8
1 I .
7S]
N
— o
.H
&
. H § O O § O — R 2
A | 5.20+0.25
B A
B
DRAWING No. APPROVED BY UNLESS OTHERWISE
M SLERANCES ARE
W — CHECKED BY
?E.[EE%ﬁ%ﬁHEEE HZF X +0.38 A A2 |Modify Dim. HzZF [05/05/2012
A = 08079 DRAWING BY XX £0.25 A\|AT [Modify Data HZF  |03/14/2012
4UCON TECHNOLOGY INC. GAQ | O\ A0 [NEW RELEASE HZF  |06/27/2007
SCALE | NONE REV. A2 mm | @‘5 NO.REV. REVISIONS CHK DATE
1 2 [ 3 [ 4 [ 5 [ 6 7 [ 8 [ [ 0




